POWER GENERATING SYSTEMS WITH INDIVIDUAL SOLUTIONS

DIN RV 9540 ERN

GASOLINE GENERATOR SET 9 KVA
GENERATORS FOR RESCUE / FIRE

TYPE RV 9540 ERN

Order number

Generator type

Nom. output (3~) (cos ®=0,8)
Nom. output (1~) cos ¢ =1,0
Voltage (1~) / (3~)

Nom. current (1~)/(3~)
Frequency

Protection Class

Engine type

Cylinder

Rotational-speed range

Type of fuel

oil

Oil volume in engine

Engine output

Cooling

Hand starter (H) / electr. starter (E)
Fuel consumption load 100%

Noise level

PRODUCT OVERVIEW

717083
synchronous
kVA 8,5
kVA 5,0
\% 230/400
A 21,7/12,2
Hz 50
IP54
B & S VANGUARD 305447
2
rpm 3000
gasoline 92/95
SAE 15W-40
| 1,7
kw 9,5
air
H/E
I/h 49
dB(A) 71

770 mm 440 mm

DIMENSIONS AND WEIGHTS

LENGTH (L) WIDTH (W) HEIGHT (H) WEIGHT TANK CAPACITY

580 mm 120 kg 1 liters
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