


Models SDA10-48100 (15S) SDA10-48100 (16S)

Nominal voltage (Vdc) 48 51.2

Battery capacity (Ah) 100 100

Nominal capacity (kWh) 4.80 5.12

Depth of discharge 90%

Usable capacity (kWh) 4.32 4.61

Cycle life >= 5000 @ 25℃

Charge voltage (Vdc) 53.2 to 54.0

Discharge voltage (Vdc) 24.0 to 28.2

Max parallel quantity 16pcs

Charge/discharge current (A) 100 100

Communication ports CAN/RS485

Weight (kg) Approx. 43.0 Approx. 47

Dimensions (W*H*D) mm 442*133*440

Operation temp. (℃) Charge: -5 to +45; Discharge: -20 to +50

Recommend operation temp. 
(℃)

Charge/discharge: +15 to +35; storage: -20 to +35

Humidity (%) 5 to 95

Altitude (m) <=4000

Compatible inverters
Victron Energy, Growatt, Goodwe, Deye, Sofar, Voltronic

and more brands to be available

48V LiFePO4 Module (BMS Integrated)



Models SDA10-24100 SDA10-24200

Nominal voltage (Vdc) 25.6

Battery capacity (Ah) 100 200

Nominal capacity (kWh) 2.56 5.12

Depth of discharge 90%

Usable capacity (kWh) 2.30 4.61

Cycle life >= 5000 @ 25℃

Charge voltage (Vdc) 28.4 to 28.8

Discharge voltage (Vdc) 24.0 to 28.2

Max parallel quantity 16pcs

Charge/discharge current (A) 50 100

Communication ports CAN/RS485

Weight (kg) Approx. 26.5 Approx. 47.0

Dimensions (W*H*D) mm 442*133*440

Operation temp. (℃) Charge: -5 to +45; Discharge: -20 to +50

Recommend operation temp. 
(℃)

Charge/discharge: +15 to +35; storage: -20 to +35

Humidity (%) 5 to 95

Altitude (m) <=4000

Compatible inverters
Victron Energy, Growatt, Goodwe, Deye, Sofar, Voltronic

and more brands to be available

24V LiFePO4 Module (BMS Integrated)


