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Lithium batteries

EN 24 hours of work

IT 24 ore dilavoro

FR 24 heures de travail
DE 24 Arbeitsstunden
ES 24 horas de trabajo

Wireless communication

EN Immediate connection with innovative BT=
wireless communication

IT Connessione immediata con I'innovativa
comunicazione senza fili BT=

FR Connexion avancée immeédiate sans fils BT=

DE Ubertragung der Messdaten ochne Kabel mit
BTe2 sofortige Verbindung

ES Conexion inmediata con la innovadora comu-
nicacion inalambrica BT2

Sensors recharge

EN Direct recharge of sensors, no need to
disassemble them

IT Ricarica diretta dei rilevatori, nessuna
necessita di smontarli

FR Recharge directe des détecteurs, pas besoin
de les désassembler

DE Direkte aufladung von sensoren, kein
Zeitverlust durch Demontage

ES Recarga directa de los captadores, ninguna
necesidad de desmontarios

Featherweight sensors

EN only 2.6 kg
IT solo 2.6 kg
FR 2.6 kg seulement
DE nir 2.6 kg Gewicht
ES soélo 2.6 kg

Accelerometer

EN Silicon accelerometer: shock-proof

IT Accelerometro in silicio: insensibile agli urti

FR Accélérometre en silicium: insensible aux
chocs

DE Beschleunigungsmesser aus Silicium:
schlagfest

ES Acelerometro en silicio: insensible a los golpes

Sunlight filter

EN Over 12 m wheelbase even in outdoor sun
exposed environment

IT Passo oltre 12 m anche in ambienti aperti
e soleggiati

FR Empattement de plus de 12 m y compris
a ciel ouvert et en présence de soleil

DE Keine verlangerungen mehr notig Achsab-
stand Uber 12 m, auch im Freien und bei
Sonneneinwirkung

ES Paso superior a 12 m también en ambientes
abiertos y asoleados

SOFTWARE

FAST caster swing
Sterzata FAST
Braquage FAST
Lenkeinschlag FAST
Viraje FAST

Clear help for adjustment

Visualizzazione in dettaglio delle regolazioni
Visualisation détaillée des réglages
Detaillierte Ansicht der Einstellungen
Indicacién detallada puntos de arreglo

Adjust two axles in one screen

Regolazione di entrambi gli assi in un'unica schermata
Réglage des deux essieux sur une unique page
Einstellung beider Achse in einem einzigen Bildschirm
Ajuste de ambos los ejes en una Unica pantalla

Direct spoiler, no extentions required

Funzione spoiler automatico, non richiede l'utilizzo di estensioni

Fonction becquet automatique (ne nécessite pas I'utilisation d’extensions)
Automatisches Spoilerprogramm Verwendung von Verlangerungen nicht nétig
Funcion spoiler automatico, no requiere utilizo de extensiones

AUDIT function for the identification of driving problems

Funzione AUDIT per la diagnosi completa dei disturbi di guida
Fonction AUDIT pour l'identification des problemes de conduite
Funktion AUDIT fur die Diagnose der Fahrstorungen

Funcion AUDIT para la identificacion de problemas de conduccién
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MEGALINE LOGIK 8 LIGHT

No CABINET! Save your

with ergonomic cabinet

working space with your laptop!

STANDARD COMPOSITION

X4

EN
IT

FR

DE

ES

L Optional up to 30"

4 clamps + safety elastic band

4 aggrappi + elastico di sicurezza

4 griffes + élastique de sécurité

4 Radklammern + elastisches Schutzband
4 mordazas + elastico de seguridad

Metal 48 mm grips with reference surface to optimize the runout
Unghiette metalliche 48 mm con piano di riferimento per l'ottimizzazione del
runout

Onglets de 48 mm en métal avec surface de référence pour optimiser le
run-out

Radklammerfingern aus Metall 48mm mit Auflageoberflache zur Reduzie-
rung des Runout-Fehlers

UnRas 48 mm en metal con superficie de referimiento para optimizar el run out

Metal 80 mm grips for 4WD, SUV, light trucks and rims with hubcap
Unghiette metalliche 80mm per 4-WD, SUV, veicoli commerciali leggeri e
cerchi con coprimozzo

Onglets universels de 80 mm en métal, pour 4WD, SUV et véhicules de
transport Iéger

Universal-Radklammerfingern aus Metall, 80 mm, fir 4WD, SUV und Klein
transporter

UnRas universales 80 mm en metal, para todo terreno, SUV y vehiculos de
transporte ligero




OPTIONS

Clamp supporting arms and
set of tips for tyres with
external diameter up to 31”

(with optional support arms
up to 40”)
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16 grips for clamping on iron
rims from the inside
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2 PREMIUM turntables for
cars complete with paddles

WiFi USB adaptor remote
access for automatic updates

ADAS positioning system

Computer with WINDOWS operating
system, 27" TFT monitor,
colour printer, USB keyboard, mouse

CONFIGURATIONS

Megaline LOGIKS
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Megaline LOGIKS Light

4 car measuring heads
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2 mechanical turntables for cars
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(option)

4-point clamps + safety elastic band
+ 2 set of grips (L48mm + L80mm)
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Steering lock + Brake pedal lock
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Wheel alignment software and
database for CARS
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HOFMANN MEGAPLAN GmbH

Hittenstrasse 7 - 67550 Worms - Germany - Tel +49 (0)6242 913 6666
HM-mail@hofmann-megaplan.com - hofmann-megaplan.com

Technical data

PACKAGE DIMENSIONS AND GROSS WEIGHT:
113x113x113 cm (44,5x44,5x44,5") 220 Kg

Net weight: 155 Kg

C€ Made in B

All data in this brochure are for information only.
Modifications may be made without notice.
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