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Product images  

Brief description High-quality 2-way built-in loudspeaker for ceiling installation. 

Purchase order items Scope of delivery 

• 2 x loudspeakers 

• 2 x cover grid 

• Release hooks for the cover grids 

• Installation instructions 

 

Product diagram  

Technical data 
• Design:   Round, 2-way 

• Dimensions:   ∅ 240 mm 

• Cutout:    ∅ 205 mm 

• Installation depth:  68 mm 

• Weight:   1080g/pc    

• Sub-woofer/mid-range driver: 6 ½" (16.5 cm) 

• Tweeter:   13 mm Dome 

• Membrane material:  PP (Polypropylene) 

• Output:   50 watts max. 

• Impedance:   8 Ohm 

• Sensitivity:   86 dB (1 watt/1m) 

• Frequency range:  72 Hz–20 kHz 

• Locking:   Hooks with screws accessible from the front 

• Conforms to CE:  yes 

• Conforms to RoHS:  yes 
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Technical data  

Handling and installation 
instructions 

Generally, when installing built-in loudspeakers ensure that no loose screws or other parts can vibrate in the ceiling or wall 

construction and cause interference. 

Accessories From the in-akustik cable range: 

 

• 003 021  Star loudspeaker cable 2 x 1.5 mm², transparent 

• 003 02198  Star loudspeaker cable 2 x 1.5 mm², transparent professional 

• 00402918 Premium loudspeaker cable HALOGENFREE 2 x 1.5 mm² round, grey 100 

• 004029188 Premium loudspeaker cable HALOGENFREE 2 x 1.5 mm² round, grey 500 

• 008 155 Premium flexible pin 1.5 qmm–4.0 qmm bulk 

• 008 1551 Premium flexible pin 1.5 qmm–4.0 qmm; set of 4, 50 pcs. 

 

Product benefits 
• Just 68mm installation depth 

• Robust polypropylene membrane 

• Large frequency range 

• High power rating 

• Large application spectrum 

 

Applications 
• Multi-room 

• Surround systems 

• Hospitality 

• Public buildings 

• Hotels 

 

• Schools 

• Conference facilities 

• Health facilities  

• General background sound system 

• and much more! 

Overview of items  

 

Lock, screwed on from the front 

AmbienTone R1 

Ceiling panelling  

e.g. grid plate or gypsum 

plasterboard 
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AmbienTone In Wall Speaker R1       

Item-no. Designation Unit SRP Dealer 

0024001 AmbienTone  In-Wall-Speaker R1 1 Paar 99,00 48,50 

 


