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Product Information Bulletin 
STUDIOLINE® 

55W/3200 
55W/5600 
Fluorescent Lamps 

• Color-stable and no green tint 
• Soft homogenous light 
• Mixable with halogen and HMI® light sources 
• Much less heat than halogen lamps 
• Low power consumption 
• Low electrical load, suitable for 120 to 277V 
• Operate on standard ballast or on electronic power supplies (ECG) 
• Dimmable to 1% light output with SYLVANIA QUICKTRONIC® 

BALLASTS* 
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Applications 
• Film Production 
• TV Studios 
• Photographic settings 

Application Information 

Disposal 
When disposing of spent lamps, always 
consult federal, state, local and provincial 
hazardous waste disposal rules and 
regulations to ensure proper disposal. 

*See Ballast Technology & Specification Guide for 
SYLVANIA QUICKTRONIC Electronic Ballasts.  For 
more details visit www.sylvania.com. Lamp Ordering Abbreviation Code:          STUDIOLINE 55W/3200 

                                                                  STUDIOLINE 55W/5600   
Electrical data: 
Rated lamp wattage (power) 55 W 
Photometric data: 
Luminous flux 3,800 lm 
Color temperature 3,200 / 5,600 K 
Color rendering index  >85  
Geometrical data: 
Dimension A 535 mm 
Dimension B 43.9 mm 
Dimension C 38 mm 
Dimension D 17.5 mm 
Dimension E 23.6 mm 
Other data: 
Average service life 8000 hrs 
Base 2G11  
Bulb T5  

Specification Information 

COMPATABLE BALLASTS 
Product Number Ordering Abbreviation 

49121 QTP1X54T5HOUNVNL 
49131 QTP2X54T5HOUNVNL 
49671 QT1X54/120PHO-DIM 
49672 QT1X54/277PHO-DIM 
49673 QT2X54/120PHO-DIM 
49674 QT2X54/277PHO-DIM 
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For Orders and General Information 
In The United States: 
OSRAM SYLVANIA  
National Customer  
Support Center 
18725 N. Union Street 
Westfield, IN 46074 
www.sylvania.com 

Display/Optic 
Phone: 1-888-677-2627 
Phone: 1-888-OSRAMCS 
Fax: 1-800-762-7192 

Special Markets 
Phone: 1-800-762-7191 
Fax: 1-800-762-7192 

Industrial and Commercial 
Phone: 1-800-255-5042 
Fax: 1-800-255-5043 
 
In Mexico: 
OSRAM DE MEXICO, S.A. DE C.V. 
Camino a Tepalcapa No.8 
Col. San Martin 54900 
Tultitlan/Edo. De Mexico 
Phone: 525-899-1800 
Fax: 525-899-1902 
www.osram.com.mx 

 

In North America OSRAM brand lighting 
products are sold by OSRAM SYLVANIA 

Ordering Information 

STUDIOLINE 55W/3200K STUDIOLINE 55W/5600K 

SPECTRAL DISTRIBUTION

In Canada: 
OSRAM SYLVANIA LTD. 
Headquarters 
2001 Drew Road 
Mississauga, ON L5S 1S4 
www.sylvania.com 

Special Markets 
Phone: 1-800-265-2852 
Fax: 1-800-667-6772 

Industrial and Commercial 
Phone: 1-800-263-2852 
Fax: 1-800-667-6772 
 

Lamp NAED Standard 
Description Code Case Quantity 
STUDIOLINE 55W/3200 20607 10/case 
STUDIOLINE 55W/5600 20608 10/case 


