QUICK FULL 4500 IP54

Filter Fans

Fanl Filtre

Technical Specifications / Teknik Ozellikler
SPECIFICATIONS |

Airflow rate without filter

Airflow rate with filter
Rated Voltage

Power Consumption
Mominal Current
Overcurrent Protection
Electric Connection

Duty Cycle

Operating Temperature
Protection Degree
Noise Level

Bearing

Flow Direction
Meterial

Color

Gasket
Dirmensions

Package Dimensions
Mounting

Filter
Weight
Confirmnity / Approvals
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ABS UL-94V-0

Poliiiretan Conta
Polyureathane Gasket

OZELLIKLER
Hava Debisi Fitresiz
Hava Debisi Fitreli
Besleme Voltaj)

Enerji Tuketimi
Nominal Akim

Asin Akim Koruma
Elektrik Baglantisi

Devrede Kalma

Galisma Sicakhig
Kaoruma Sinifi Pano Tarafi
Glirlith Seviyesi

Motor Yataklamasi

Hava Akis Yoni
Malzeme

Renk

Sizdirmazlik Contasi
Olgtiler
Paket Olgileri

Montaj

Filtre
Adirlik (paketlenmis)
Sertifika
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UNIT |

m2/h

m/h

V/Hz

w
A

mm

mm

kg

262

FULL 4500
975
75
230V AC (50-60 Hz)
64/80
0.8
Thermal

3-pole terminal 2,5 mm?
Klemens

100
10 470
IP54
61

Ball Bearing - Rulman

ABS UL 94V-0

RAL7032 - RAL7035
RAL 9001 - Silver

Polyurethane - Polidretan

262x269x120
275x270x130

Fast Clip-on
Kolay Montaj Klips

EU4
2.89

FULL 4500
975
775
115V AC (50-60 Hz)
64/80
0.8

Thermal

3-pole terminal 2,5 mm?

Klemens
100
-10 +70
IP54
61

Ball Bearing - Rulman

Outside to Inside - Disandan igeriye
Inside to Outside - Igeriden Disanya

ABS UL 94V-0

RAL7032 - RAL7035
RAL 9001 - Silver

Polyurethane -
262x269x120
275x270x130

Fast Clip-on
Kolay Montaj Klips

EU4
2.89
CE

223

269

Polilretan  Polyurethane -

FULL 4500
1050
810

24V DC
18
0.8

Thermal

3-pole terminal 2,5 mm?
Klemens

100
-10 +70
IP54
61

Ball Bearing - Rulman

ABS UL 94V-0

RAL7032 - RAL7035
RAL 8001 - Silver

Politiretan
262x269x120
275x270x130

Fast Clip-on
Kolay Montaj Klips

EU4
2.89

CUTTING CABINET SIZE
PANO KESIM OLCUSU

223x223

223



