MAINTENANCE OF AIR COMPRESSOR

We provide selective maintenance services for customers' equipment maintenance. The content is
customized for your equipment.You can choose a single price maintenance or choose long-term
parts supply or preventive maintenance contract, through the above contract, you can enjoy
valued service and guarantee and overhauled and updated parts at competitive price. We also
provide energy saving solution,such as energy recovery, frequency conversion, and energy-saving
optimization systems, can greatly reduce your production cost.
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— AIRHORSE COMPRESSOR —

GUANGZHOU AIRHORSE COMPRESSOR CO.,LTD

OFFICE ADDRESS : Room 608-610, Lida Plaza, No0.611-619
Yueken Road, Tianhe District, Guangzhou China
FACTORY ADDRESS : No.8, Jingbei Road,
Zhongxin Town, Zengcheng District, Guangzhou China
@) Sales Hotline : 400-874-9090

@ After-sales Hotline : 400-894-7070

Guangzhou AirHorse Compressor Co.,Ltd. reserves the right to change the product design and specifications. The final interpretation of the
product belongs to this company. If there is any change, it will be subject to change without notice. Please refer to the actual product.
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With ISO, CE and A SME certificate approved, our air compressors are exporting to more than ',Jj-[mlF -I]H'Efr*j il ?H:S! - : I TR
3 U Sy drid D iR i
100 countries and area.You are warmly welcome to visit our factory and join us for win-win. it = I dik.
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ISO Certificate ASME Certificate Refrigerated Air Dryer Screw Air Compressor
CE Certificate CE Certificate
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Famous brand air end with SKF bearing, the powerful heart decides the
high performance of the whole machine, to make sure bigger air capacity,
higher efficiency, high precision process rotor,

extend the life of the moving parts efficiently.

Adopting frequency conversion speed control to make full use of
energy-saving effects to create a new generation of energy-saving
compressor that saves electricity and energy.

AIfHOrse A_

AirHorse control panel provide the most cost effective maintenance
program,to ensure trouble-free operation,almost like a built-in service
technician.

Using well-know brand high performance motor, protection class
Ip54, F Class insulation, SKF load bearing, higher efficiency than
similar products by 3%-5%.

Design of large heat exchange area,can effectively avoid high temperature Automatically adjust based on gas consumption,
and adapt to bad working condition to ensure longer life. low maintenance, good stability, large inlet air.

www.ahaircompressor.com 03/



(5HP-100HP)
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. . 1.2/0.7 | 1.6/0.7 | 2.5/0.7 | 3.2/0.7 | 3.8/0.7 5.2/0.7 | 6.8/0.7 | 7.3/0.7 | 10.0/0.7 | 13.5/0.7
FD’i‘;g,f‘;:;ee:;‘r’g;s/ure 0.55/08 | 085/07 | 1:1/08 | 15/0.8 | 23/08 | 29/08 | 36/08 | 50/08 | 62/08 | 7.0/08 | 9.1/08 | 126/08
(m3/min/Mpa) : ~10.75/0.8| 09/10 | 1.3/1.0 | 2.1/1.0 | 2.6/1.0 | 3.2/1.0 | 45/1.0 5.6/1.0 | 6.0/1.0 | 85/1.0 | 11.2/1.0
0712 | 11712 | 1912 | 22/12 | 2.8/12 | 3.8/1.2 | 49/1.2 | 5.6/1.2 | 7.6/1.2 | 10.0/1.2

) li 42/102 | 57/102 | 88/102 | 113/102 | 134/102 | 184/102 | 240/102 | 258/102 | 353/102 | 477/102
B’;‘:,f‘;;;'ee;‘r’g;s/ure 20116 | 307102 | 39116 | 53/116 | 81/116 | 102/116 | 127/116 | 177/116 | 219/116 | 247/116 | 322/116 | 445/116
AirHorse screw air compressors with V-belt drive use Germany technique which provide high quality (cFuPs) 2T/116 | 327145 | 46/145 | T4N4S | 921145 | 113/145 | 159/145 | 1987145 | 2127145 | 3007145 396/145

air,low noise and high efficiency.It's more elegant,easy to install,simple operation and maintenance.

Compression Stage Single Stage

ﬁ%tgsé:’gture ~3~+45°C

Cooling mode Air Cooling

a';fgg;gtewe (°C) Ambient temperature+15°C

Lubricant o] 3 | 37 | 37 10 10 145 | 145 | 15 20 20 45 45
Noise level (Db 6242 64+2 6542 66+2 68+2
Drive method Belt Driven

Electricity (viph/Hz) 380/3/50

Motor power kwHp) | 4/5.5 | 5.5/7.5 | 75/10 | 11/15 | 15/20 |18.5/25| 22/30 | 30740 | 37/50 | 45/60 | 55/75 |75/1oo
Starting method Direct Starting Y-4Starter (Star Delta Starting)

Dimension L'WH (mm) |920°600%695|860730*060(860°730060|  940*800*1075 120019501150 [1400°930°1280|  1500°990%1420 [1730°10504158017301070¥1650
Net weight  (kg) | 135 210 223 315 | 325 455 | 491 566 695 745 | 1090 | 1240
dAii;rg::Ieert (inch/mm) 3/4" 1" 11" 2"

www.ahaircompressor.com 05/
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(20HP-350HP)

AirHorse screw air compressor provides high-quality air you can rely on to avoid costly downtime and

production delays. The robust design ensures your processes will function continuously even in the

harshest conditions such as temperature up to 55°C. Furthermore,AirHorse air compressors are easy to

install and use, they require minimal on-site installation work and simple to operate and maintain.

OD
. T 3.8/0.7 | 6.8/0.7 | 10.0/0.7 | 13.5/0.7 | 16.1/0.7 | 21.0/0.7 | 25.2/0.7 | 28.7/0.7 | 32.0/0.7 | 36.7/0.7 | 42.0/0.7
D'i‘:ﬁlf;:g:‘;‘r’ggs/ure 36/08 | 62/0.8 | 9.1/0.8 | 12.6/0.8 | 15.0/0.8 | 19.8/0.8 | 24.0/0.8 | 27.6/0.8 | 30.5/0.8 | 34.5/0.8 | 40.5/0.8
(m3/min/Mpa) 32/10 | 56/1.0 | 85/1.0 | 11.2/1.0 | 13.8/1.0 | 17.0/1.0 | 21.0/1.0 | 24.6/1.0 | 27.5/1.0 | 30.2/1.0 | 38.1/1.0
28/1.2 | 49/1.2 | 7.6/12 | 10.0/1.2 | 12.3/1.2 | 153/1.2 | 18.3/1.2 | 21.5/1.2 | 24.8/1.2 | 27.8/1.2 | 34.6/1.2
N 134/102 | 2407102 | 3537102 | 477/102 | 569/102 | 742/102 | 890/102 |1014/102|1131/102|1297/102 | 1484/102
FDri‘;‘:,f‘a':gd:I;‘r’:;s/ure 127/116 | 219/116 | 322/116 | 445/116 | 530/116 | 700/116 | 848/116 | 975/116|1078/116|1219/116|1431/116
(CEMIPSI) 113/145 | 198/145 | 300/145 | 396/145 | 488/145 | 601/145 | 742/145 | 869/145| 972/145|1067/145 | 1346/145
99/174 | 173/174 | 269/174 | 353/174 | 435/174 | 541/174 | 647/174 | 760/174| 876/174| 982/174|1223/174
Compression Stage Single Stage
Ambi .
term:)l?grgture -5~+45°C
Cooling mode Air Cooling
Pé%ggr?ﬁ;re (°C) Ambient Temperature+15°C
Lubricant o | 145 20 45 45 75 75 | 85 85 120 | 210 | 220
Noise level (Db) 68+2 72+2 75+2 76+2
Drive method Direct Driven
Electricity (viph/Hz) 380/3/50

Motor power (Kw/HP)

22/30 | 37/50 | 55/75 | 75/100 | 90/120 | 110/150 | 132/175 | 160/220 | 185/250 | 220/300 | 250/350

Starting method

Y-aStart

er (Star Delta Starting)

Dimension L*W*H (mm)

1200%900*1150|1560*1000%1365

1800*1070*1490

1800%1070*1490

2100+1400*1780

2500%1450%1800| 2700*1550*1800

2700%1550*1800

2800+1800*1950|2800¢1800*1950|32502100%2300

www.ahaircompressor.com

Netweight () | 510 740 | 1100 | 1270 | 1450 | 2150 | 2750 | 3150 | 3450 | 3850 | 4250
Airoutlet  nonimm) | 1" 1% 2" 21" DN80
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Use AirHorse Variable Speed Drive screw air compressor, you don't need to worry about the complex of
electrical installation and programming for the machine. All parts of compressor are assembled before
shipment, as long as the main power supply is connected, it can work immediately.

Through the powerful intelligent controller test the pressure of the air system changes continuously,
accurate to change the speed, air flow of the air compressor always consistent to the demand of the
user's system .Intelligent controller of reaction rate is caculated by milliseconds, and at the same time
for speed correction can be made within the 3 ms, make its outlet air pressure control within the

minimum range.

High-efficiency induction motor, Integrated
Variable Speed Driven (VSD) with speed
control, Leading control and protection, Soft
starting eliminates drive stress

Saves your money by lowering your operation
cost. These saving will continue to be
delivered to your bottom line year after year.

When operating at part-load, the performance
is top in class. The variable speed IntelliDriven
avoids load cycling and maintains a steady
state of operation, reducing operating and
maintenance costs.

www.ahaircompressor.com

"Six" More
Advantages

The gentle start cycle of the IntelliDrive
increases the service life, meaning that
frequent stop and restart cycles are permitted,
without the risk of over-heating.

When operating as a pressure trim machine,
the power savings achieved by a single
compressor is multiplied by additional savings
achieved over the full installation.

Class-leading performance achieved by state-
of-the-art airend design and manufacturing
processes, coupled with the reduction of
internal losses, means that airend full-load
performance.

The Guangzhou AirHorse VSD screw air compressor can
change the motor RPM precisely according to the air
consumption under stable discharge pressure. The
compressor only delivers the required air,and only consumers
the energy of necessary compressed air. That's why the VSD
type screw air compressor can save energy during the whole
set machine operation. The cost of saving energy is much
higher than the cost of machine itself.

A Energy Cost
Maintenance Cost

A Machine Cost

A Energy Saving

NORMAL
Screw Air Compressor  Screw Air Compressor

The figure shows a comparison of several types of start up. We
can see that the VSD air compressor is slowly accelerating
started, more stable than the soft-start compressor, completely
avoiding the current peak. Variable speed screw air
compressor is ideal for use in areas lacking of electricity.

According to the research between the VSD screw air
compressor and a normal screw air compressor, there are two
fields which can display the result of energy saving, the loss of
no-loading and loss of fluctuating pressure .F or example, for a
55KW screw air compressor,70% air delivery in a year, the
VSD type can save about 80000KWH energy. The cost of VSD
can be taken back within two years.

The figure shows the energy consumption comparison between
the general air compressor and VSD air compressor. The VSD
screw air compressor changes the rotating speed according to
air consumption and balance the air supply and air usage. Thus
avoiding the machine frequent loading and unloading, making
the VSD machine save more than 35% energy compared to
normal compressor. Stable pressure delivery controlled the
pressure zone with 0.01 Mpa-0.02 Mpa, avoid energy loss
under high pressure in the normal type air compressor.

Normal Type
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