
www.rivulis.com

AquaMaster 2005 Micro Sprinkler

  Simple and user-friendly structure
  Suited for widely-spaced plantations such as walnut, almond, avocado and mango
  Can be used in overhead irrigation applications of vegetables and nurseries

AquaMaster 2005 Micro Sprinkler

Reliable solution for undertree, greenhouse and 
overhead irrigation
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Aquamaster 2005 - a straightforward solution 
with key features designed for practicality

Benefit from an extended reach, user-friendly 
structure, and uniform coverage across various 
spacings, flow rates, and pressures. 

The insect-resistant nozzle and large droplets enhance 
efficiency, while an innovative spike ensures stability. 

Consider the inverted version for tunnel and greenhouse 
applications, tailoring the Aquamaster 2005 to meet your 
specific needs.

Standard assemblies Inverted

4/7 tube

spike 37

4/7 barb

Recommended 
working pressure:

1.5-3.0 bar

Flow rate:
30-365 l/h

Filtration requirements:
• purple and brown nozzles: 130 microns

• other nozzles: 200 microns

Wetted diameter:
5.5-12.5 m

Technical data
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Product components

Regular2 stages

inverted swivel2nd stage1st stage

color-coded nozzle
quick thread

color-coded
nozzle 3/8

color-coded
nozzle 1/2”

color-coded
nozzle female

bridge

inverted 
bridge

swivels
quick thread

connector

4/7 butterfly
connector

Nozzle Color Nozzle Ø 
mm

Pressure (bar)

1.5 2.0 2.5

Violet 0.80 30 35 39

Brown 0.94 43 50 56

Grey 1.14 61 70 78

Turquoise 1.34 78 90 101

Green 1.40 91 105 117

Orange 1.50 104 120 134

Black 1.74 139 160 179

Blue 1.94 173 200 224

Yellow 2.16 215 250 305

Red 2.36 260 300 335

Swivels - Wetted diameter (m)

GreenGreyBlueBlackFlow
rate
(l/h)

Nozzle
color Regular

(2nd stage)1st stageRegular
 (2nd stage)1st stageRegular

 (2nd stage)
1st

stage
Regular

 (2nd stage)
 1st 

stage

5.52.035Violet

6.52.050Brown

7.02.570Grey

9.02.590Turquoise

9.03.0105Green

9.5

2.5-3.5

5.52.0120Orange

10.06.02.5160Black

10.56.02.5200Blue

11.56.03.0250Yellow

12.57.03.0300Red

* Tested under laboratory conditions at 0.25m height.
* 2 stages Green swivel only for 120-200 lph.

Flow rate (l/h) vs. Pressure (bar)

Flow rates & wetted diameter (m)
at 2.0 bar
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Swivel color Nozzle color Flow rate
(l/h)

D
(m)

Green
inverted

Violet 35 6.5

Brown 50 7.5

Grey 70 9.0

Turquoise 90 10.0

Green 105 10.0

Orange 120 10.5

Black 160 11.0

Blue 200 11.5

*Tested under laboratory conditions at 1.8 m height

Inverted model - flow rates 
& wetted diameters 
at pressure 2.0 Bar

*Tested under laboratory conditions at 1.8 m height and 2.0 bar

Precipitation rate (mm/h) Spacing (m)

5x54x64x43x3Flow rate
(l/h)

Nozzle
color

2.82.94.47.770Grey

3.63.85.61090Turquoise

4.24.46.611.7105Green

5.15.37.914.0120Orange

6.36.69.917.5160Black

Color code
distribution uniformity CU>92% CU=89-92% CU=85-88% CU<85%

Performance table for 
inverted application

Precipitation rate (mm/h) Spacing (m)

Swivel 
Color

Nozzle 
Color

Flow Rate 
(l/h)

D 
(m) 3x3 4x4 5x5 6x6

Blue

Grey 70 7.0 7.8 4.4

Turquoise 90 9.0 10 5.6

Green 105 9.0 11.6 6.5

Green

Orange 120 9.5 13.3 7.5 4.8 3.3

Black 160 10.0 17.8 10 6.4 4.5

Blue 200 10.5 22.3 12.6 8 5.6

Yellow 250 11.5 27.8 15.7 10 7

Red 300 12.5 32.9 18.5 11.8 8.2

Color code
distribution uniformity CU>92% CU=89-92% CU=85-88% CU<85%

Performance table for 
irristand application
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Quick thread
 connection

3/8” thread, 1/2” thread &
female connectionsFlow

rate 
(l/h)

Nozzle
color

4/7 PES
tube

7/10 PVC 
tube

5/8 PE
tube

4/7 PVC
tube

0.900.835Violet

1.10.11.250Brown

1.70.51.370Grey

2.60.71.590Turquoise

3.70.91.7105Green

4.51.42.6120Orange

2.44.6160Black

1.2200Blue

1.3250Yellow

1.6300Red

Head loss (m) 
1.0m tube length



Case study outcomes are for information purposes only and actual results may vary. This literature has been compiled for 
worldwide circulation and the descriptions, photos, and information are for general purpose use only. Please consult with an 
irrigation specialist and technical specifications for proper use of Rivulis products. Because some products are not available in all 
regions, please contact your local dealer for details. Rivulis reserves the right to change specifications and the design of all products 
without notice. Every effort has been used to ensure that product information, including data sheets, schematics, manuals and 
brochures are correct. However information should be verified before making any decisions based on this information.
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