EATON DILM12-10(230V50HZ,240V60HZ) — TexHiYHMK nacnopTt
(apTukyn 276830)

Ibkepeno: odiyivHa cTopiHka apTukyna 276830 Ha eaton.com (https://www.eaton.com/ua/uk-ua/skuPage.276830.html)
Mepeknaz xapakTeprUCTUK YKpaiHCbKOK BUKOHAHO nporpamoto Prom Filler 2026-09-22; sHaueHHA — 6e3 3MiH, K Ha CTOPIHLi BUPOOHMKa.

lneHTUdikayia
Bupo6Huk
Moaenb
KatanoxHui Homep
Lrpux-koa EAN

Hasga Bupoby

EATON (Eaton Corporation plc)
DILM12-10(230V50HZ,240V60HZ)
276830

4015082768300

Eaton Moeller® series DILM contactor

XapaKTepUCTUKM (32 CTOPIHKOKO BUPOOHUKA)

JoBxuHa (rubuHa)
Bucorta

LLnpuHa

Maca

CepTtudikauin

Catalog Notes

CrinkicTb A0 yAapis

BucoTta Haa piBHeM
MopA

Poboua Temneparypa,
MakKc.

Temnepatypa
36epiraHHs, MakKc.

Poboua Temneparypa,
MiH.

Poboua Temnepatypa B
wadi, Maxc.

Poboua TemnepaTtypa B
wadi, MiH.
Temnepatypa
36epiraHHs, MiH.
KnimatuyHe BUKOHAHHA

MigkntoyeHHa ao
SmartWire-DT

[0NOBHMX 3aMUKaITbHUX
KOHTaKTIB

JonomixxHnx
PO3MMKabHUX
KOHTaKTiB

JlonomipkHMX
3aMMKalbHUX KOHTaKTIB

3amMuKanbHUX KOHTaKTIB

Number of contacts
(normally closed) as
main contact

75 MM
68 Mm
45 Mm
0,24 kr

CSA Class No.: 2411-03, 3211-04 UL 60947-4-1 IEC/EN 60947-4-1 CSA-C22,2 No. 60947-4-1-14 IEC/
EN 60947 UL File No.: E29096 CE CSA File No.: 012528 UL Category Control No.: NLDX CSA VDE
0660 UL

Contacts according to EN 50012

7 1, N/O auxiliary contact, Mechanical, according to IEC/EN 60068-2-27, Half-sinusoidal shock 10 mc 3,4
r, N/O auxiliary contact, Mechanical, according to IEC/EN 60068-2-27 when tabletop-mounted, Half-
sinusoidal shock 10 mc 5 r, N/C auxiliary contact, Mechanical, according to IEC/EN 60068-2-27, Half-
sinusoidal shock 10 mc 5,7 r, N/O main contact, Mechanical, according to IEC/EN 60068-2-27 when
tabletop-mounted, Half-sinusoidal shock 10 mc 3,4 r, N/C auxiliary contact, Mechanical, according to
IEC/EN 60068-2-27 when tabletop-mounted, Half-sinusoidal shock 10 mc 10 r, N/O main contact,
Mechanical, according to IEC/EN 60068-2-27, Half-sinusoidal shock 10 mc

Max. 2000 m
60 °C
80 °C
-25°C
40 °C
-25°C
-40 °C

Bornora Tennota uuknivyHa 3a IEC 60068-2-30 Bonora Tennota ctana 3a IEC 60068-2-78
No



Conventional thermal
current Ith (1-pole,
enclosed)

45 A

Conventional thermal
current Ith (3-pole,
enclosed)

18 A

Conventional thermal
current Ith at 55°C (3-
pole, open)

21 A

Conventional thermal
current Ith at 60°C (3-
pole, open)

20A

Conventional thermal
current Ith of main
contacts (1-pole, open)

50 A

Btpatu Bia ctpymy
(anapar) Pvid

0BT

PoscitoBaHa NOTyXHICTb
Pdiss

0BT

BtpaTu Ha nontoc Pvid

0,3 Bt

HomiHanbHui cTpym In
(Ana 3asHayeHux
BTpAar)

12A

BrpaTu 6e3
HaBaHTaxeHHA Pvs

1,4 Bt

Rated breaking capacity
at 220/230 V

120 A

Rated breaking capacity
at 380/400 V

120 A

Rated breaking capacity
at 500 V

100 A

Rated breaking capacity
at 660/690 V

70 A

HominanbHa Hanpyra
isonauii Ui

690 B

Rated making capacity
up to 690 V (cos phi to
IEC/EN 60947)

144 A

Rated operational
current (le) at AC-1,
380V, 400V, 415V

22A

Rated operational
current (le) at AC-3,
220V, 230,240V

12A

Rated operational
current (le) at AC-3,
380V,400V, 415V

12A

Rated operational
current (le) at AC-3,
440V

12A

Rated operational
current (le) at AC-3,
500 V

10A

Rated operational
current (le) at AC-3,
660V, 690 V

7A

Rated operational
current (le) at AC-4,
220V, 230V, 240 V

7A

Rated operational
current (le) at AC-4,
440V

7A




Rated operational
current (le) at AC-4,
500 V

6A

Rated operational
current (le) at AC-4,
660 V, 690 V

5A

Rated operational
current (le) at DC-1,
110V

20A

Rated operational
current (le) at DC-1,
220V

15A

Rated operational
current (le) at DC-1, 60
\

20A

Rated operational
power at AC-3, 240 V,
50 Hz

4 kBT

Rated operational
power at AC-3, 380/400
V, 50 Hz

5,5 kBT

Rated operational
power at AC-3, 415V,
50 Hz

7 kBT

Rated operational
power at AC-3, 440 V,
50 Hz

7,5 kBT

Rated operational
power at AC-3, 500 V,
50 Hz

7 kBT

Rated operational
power at AC-3, 690 V,
50 Hz

6,5 KBT

Rated operational
power at AC-4, 220/230
V, 50 Hz

2 kBT

Rated operational
power at AC-4, 240 V,
50 Hz

2,2 KBT

Rated operational
power at AC-4, 415V,
50 Hz

3,4 kBT

Rated operational
power at AC-4, 440 V,
50 Hz

3,6 KBT

Rated operational
power at AC-4, 500 V,
50 Hz

3,5 kBT

Rated operational
power at AC-4, 660/690
V, 50 Hz

4,4 kBT

HowmiHanbHa poboya
Hanpyra Ue (AC), makc.

690 B

Emitted interference

According to EN 60947-1

Interference immunity

According to EN 60947-1

KinekicTb nosntocie TPUMOSIOCHKI
3acTocyBaHHsA Contactors for Motors
MpveaHaHHa rBMHTOBI KIemu

CtyniHb 3axucTy

IP20

MexaHiuHa
3HOCOCTIWKICTb

10,000,000 uuknis (AC operated)

Po6oua vactota

9000 mechanical uuknis/h (AC operated)




Kateropia nepeHanpyru
CTyniHb 3a6pyAHEHHA
Kateropis Bupoby
3axuct

HominanbHa iMnynbcHa
BUTPUMYBaHa Hanpyra
Uimp

Resistance per pole
MpuaatHuit ana

Utilization category

Pia ctpymy
Frame size
Arcing time
Drop-out voltage
Duty factor
Pick-up voltage

Power consumption,
pick-up, 50 Hz

Power consumption,
pick-up, 60 Hz

Power consumption,
sealing, 50 Hz

Power consumption,
sealing, 60 Hz

Hanpyra koTywku Us
(AC 50 l'y), makc.

Rated control supply
voltage (Us) at AC, 50
Hz - min

Hanpyra koTywku Us
(AC 60 l'y), makc.

Rated control supply
voltage (Us) at AC, 60
Hz - min

Yac smukaHnHa (AC),
MaKc.

Switching time (AC
operated, make
contacts, closing delay)
- min

Switching time (AC
operated, make
contacts, opening
delay) - max

Switching time (AC
operated, make
contacts, opening
delay) - min

Assigned motor power
at 115/120 V, 60 Hz, 1-
phase

Assigned motor power
at 200/208 V, 60 Hz, 3-
phase

Assigned motor power
at 230/240 V, 60 Hz, 1-
phase

1

3

Contactors

Finger and back-of-hand proof, Protection against direct contact when actuated from front (EN 50274)
8000 B AC

2,5 mQ
Also motors with efficiency class IE3

AC-4: Normal AC induction motors: starting, plugging, reversing, inching AC-1: Non-inductive or slightly
inductive loads, resistance furnaces AC-3: Normal AC induction motors: starting, switch off during
running

AC

FS1

10 mc

AC operated: 0,6 - 0,3 x UC, AC operated

100 %

0,8-1,1 BAC x Uc

24 VA, Dual-frequency coil in a cold state and 1,0 x Us, at 50 'y

30 VA, Dual-frequency coil in a cold state and 1,0 x Us, at 60 'y
3,4 VA, Dual-frequency coil in a cold state and 1,0 x Us, at 50 'y 1,4 Bt, Dual-frequency coil in a cold

state and 1,0 x Us, at 50 'y

1,4 BT, Dual-frequency coil in a cold state and 1,0 x Us, at 60 'y 4,4 VA, Dual-frequency coil in a cold
state and 1,0 x Us, at 60 'y

230 B

230 B

240 B

240B

21 mc

15 mc

18 mc

9 mc

1HP

3HP

2HP



Assigned motor power
at 230/240 V, 60 Hz, 3-
phase

MoTyxHicTb ABUryHA
npu 460/480 B, 60 Iy, 3
dasu

[ToTyxHicTb ABUryHa
npu 575/600 B, 60 'y, 3
dasu

BeaneuHe posaineHHn

Short-circuit current
rating (basic rating)

Short-circuit current
rating (high fault at 480
V)

Short-circuit current
rating (high fault at 600
V)

Short-circuit protection
rating (type 1
coordination) at 400 V

Short-circuit protection
rating (type 1
coordination) at 690 V

Short-circuit protection
rating (type 2
coordination) at 400 V

Short-circuit protection
rating (type 2
coordination) at 690 V

Special purpose rating
of definite purpose
rating

Special purpose rating
of elevator control

Special purpose rating
of refrigeration control
(CSA only)

Special purpose rating
of resistance air heating

Special purpose rating
of tungsten
incandescent lamps

Special purpose rating
of ballast electrical
discharge lamps

Switching capacity
(auxiliary contacts,
general use)

Switching capacity
(auxiliary contacts, pilot
duty)

Switching capacity
(main contacts, general
use)

Screw size
Screwdriver size

Stripping length (control
circuit cable)

JloBxunHa 3HATTA
isonauii

3HP

10 HP

10 HP

400 B AC, Between the contacts, According to EN 61140 400 B AC, Between coil and contacts,
According to EN 61140
5 kA, 45 A max. fuse, SCCR (UL/CSA) 5 KA, 45 A max. CB, SCCR (UL/CSA)

100 KA, 45 A CLASS J max. fuse, SCCR (UL/CSA) 30 kA, 25 A CLASS RK5 max. fuse, SCCR (UL/CSA)

100 KA, 45 A CLASS J max. fuse, SCCR (UL/CSA) 30 kA, 25 A CLASS RK5 max. fuse, SCCR (UL/CSA)

35 A gG/gL

25 A gG/gL

20 A gG/gL

20 A gG/gL

72 A, LRA 480 B 60 I'y 3-ph, 100,000 cycles acc. to UL 1995, (UL/CSA) 12 A, FLA 480 B 60 I'y 3-ph,
100,000 cycles acc. to UL 1995, (UL/CSA)

2 HP, 200 B 60 I'y 3-ph, (UL/CSA) 6,8 A, 240 B 60 I'y 3-ph, (UL/CSA) 7,5 HP, 600 B 60 'y 3-ph, (UL/
CSA) 2 HP, 240 B 60 'y 3-ph, (UL/CSA) 7,5 HP, 480 B 60 I'y 3-ph, (UL/CSA) 7,8 A, 200 B 60 I'y 3-ph,
(UL/CSA) 11 A, 480 B 60 I'tj 3-ph, (UL/CSA) 9 A, 600 B 60 I'y 3-ph, (UL/CSA)

60 A, LRA 600 B 60 'y 3phase; (CSA) 10 A, FLA 480 B 60 'y 3phase; (CSA) 60 A, LRA 480 B 60 I'y
3phase; (CSA) 10 A, FLA 600 B 60 'y 3phase; (CSA)

20 A, 600 B 60 'y 3phase, 347 B 60 'y 1phase, (UL/CSA) 20 A, 480 B 60 'y 3phase, 277 B 60 'y
1phase, (UL/CSA)

14 A, 600 B 60 'y 3phase, 347 B 60 'y 1phase, (UL/CSA) 14 A, 480 B 60 'y 3phase, 277 B 60 'y
1phase, (UL/CSA)

20 A (600 B 60 'y 3phase, 347 B 60 'y 1phase) 20 A (480 B 60 'y 3phase, 277 B 60 'y 1phase)

10 A, 600 B AC, (UL/CSA) 1 A, 250 B DC, (UL/CSA)

AB600, AC operated (UL/CSA) P300, DC operated (UL/CSA)

20 A, Maximum motor rating (UL/CSA)

M3,5, Terminal screw
0,8 x 5,5/1 x 6 mm, Terminal screw, Standard screwdriver 2, Terminal screw, Pozidriv screwdriver

10 Mm

10 Mm



MpueaHysanbHa 1x (0,75 -4) mm2 2 x (0,75 - 2,5) mm?
3AaTHICTb (KOPCTKMMA
NPOBIAHMK)

MomeHT 3aTAryBaHHA 1,2 H-Mm, rBUHTOBI KIemu

[MprearaHHA rHyyKoro 2x(0,75-2,5) mm21 x (0,75 - 2,5) mm2 2 x (0,75 - 2,5) mm?
npoBiAHKUKA 3

HaKOHEYHUKOM

MpueananHa (AWG, Single 18 - 10, double 18 - 14
YXOPCTKMIA/
6aratoapoTOBUiA)

Bupo6Huk: Eaton Corporation plc (Ly6nin, Ipnanaia); niaposain Eaton Electrical, cnaakoemeub Moeller (BoHH, HimeuunHa). [JJokymeHT
cpopmMOBaHO 3 JaHUX CTOPIHKK apTWKyna eaton.com.



